dias_psi_sk_cip L FFeotive

May 2004 D1A-05/10/D4 _ Supercedes: Feb. 02, 2004

733 Proj. No. 7 Vo,

e 4 AN

Lo
E
e

I
ey
|

=7

PART SECTION SHOWING
INTERMEDIATE DIAPHRAGMS

@ Four 1-1/16" x 2-1/4" horizontal slotted

@ Girder

four 7/8" @ € 1-1/16" © Hole
i four 2-1/2" 0.D. n 4" leg of & x
4 x washers and 8 hardened washers (). 4 x1/2x 18"
ang angle and in 4" x
3/8" 3/8” x 16" plate
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washers. Tighten and burr threads.

DETAIL "A" DETAIL “B"

@ Slotted holes,
bolts (A307) (),
hex nuts and

1g” washers
€ Holes: bolts
(A307), hex
nuts, washers, €15 x 33.9 ¢ Holes. bolts
and plate (A307). hex
nuts. washers.
and plate

£4 %6 x1/2x 16"

4" x 3/8” x 18" plate 4" x 3/8" x 18" plate

SECTION C-C SECTION D-D
STEEL DIAPHRAGM NOTES:

(%) In lisu of 2-1/2” outside digmeter washers. confraetor may substitute a 3/16" (Min.
thickness) plate with four 15/16” @ holes and one hardsned washer per bolt.

(%%) Bolts shall be tightened o provide a tension of one-half that specifisd
Sec 712 for high strength bolt installation. A325 bolts may be substituted for
and installed in accordance with the requirements for the specified A30T bolts.
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faphragm materials including bolts. nuts. and washers shall be galvanized.

Fabricated structural steel shall be ASTM A703 Grade 36 except as moted.

Payment for furnishing and installing stee| intermediate diaphragms will be considered
cofip letely covered by the contract unit price for Stesl Intermediate Diaphragm for P/S
Concrete Girders.

STEEL INTERMEDIATE DIAPHRAGM DETAILS 1op arowings w11 ot be renuires for stee!

For location of intermediate diaphragms. ses sheet mo. .
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ntermediate diaphragms and angle connesctions.
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Checked Note: This drawing




